The spatial non-uniformity of the electric field in air discharges, such as streamers, can influence the accuracy of spectroscopic diagnostic methods and hence the estimation of the peak electric field. In this work, we use a self-consistent streamer discharge model to investigate the spatial non-uniformity in streamer heads and streamer glows. We focus our analysis on air discharges at atmospheric pressure and at the low pressure of the mesosphere. This approach is useful to investigate the spatial non-uniformity of laboratory discharges as well as sprite streamers and blue jet streamers, two types of Transient Luminous Event (TLE) taking place above thunderclouds. This characterization of the spatial non-uniformity of the electric field in air discharges allows us to develop two different spectroscopic diagnostic methods to estimate the peak electric field in cold plasmas.
emit light predominantly in the first and second positive band systems of the molecular neutral nitrogen (1PS N 2 and the 2PS N 2 , or simply FPS and SPS), the first negative band system of the molecular nitrogen ion (N 2 + -1NS or simply FNS), the Meinel band system of the molecular nitrogen ion (Meinel N 2 + ) and the Lyman-Birge-Hopfield (LBH) band system of the molecular neutral nitrogen. In this work, we will refer to FNS, FPS and SPS for the sum of optical emissions between all the vibrational states. The emissions from the vibrational state v = v i to all v will be labeled as FNS (v i ,v ) , FPS (v i ,v ) and SPS (v i ,v ) . Finally, the emissions from the vibrational state v = v i to v = v j will be labeled as FNS ( 
The electronic excitation thresholds for the production of N 2 (B 3 Π g , v = 0), N 2 (C 3 Π u , v = 0), N 2 + (B 2 Σ + u , v = 0) are respectively 7.35 eV, 11.03 eV and 18.80 eV [Phelps and Pitchford, 1985] . Therefore, the population of these emitting molecules in air discharges depends on the electric field that provides energy to the electrons. Excited molecules N 2 (B 3 Π g , v = 0), N 2 (C 3 Π u , v = 0) and N 2 + (B 2 Σ + u , v = 0) can respectively emit photons in the optical FPS, SPS and FNS. Creyghton [1994] proposed the use of the intensity ratio of FNS to SPS to estimate the peak electric field that produces these molecular excitation in streamers. Other authors have also used this intensity ratio to estimate the peak electric field in air discharges [Kozlov et al., 2001; Morrill et al., 2002; Kim et al., 2003; Paris et al., 2004; Paris et al., 2005; Kuo et al., 2005; Shcherbakov and Sigmond, 2007; Kuo et al., 2009; Kuo et al., 2013; Adachi et al., 2006; Liu et al., 2006; Pasko, 2010; Celestin and Pasko, 2010; Bonaventura et al., 2011; Hoder et al., 2012; Hoder et al., 2016] . The ratio of FPS to SPS has also been proposed to calculate the peak electric field in air discharges [Šimek, 2014] . Ihaddadene and Celestin [2017] proposed a spectroscopic diagnostic method to derive the altitude of sprites streamers based on the altitude dependence of the quenching rate of different electronic excited states of N 2 .
D R A F T October 15, 2019, 12:60am D R A F T Creyghton [1994] and Naidis [2009] noted that the peak electric field obtained from the ratio of FNS to SPS in streamer discharges is distorted by the spatial non-uniformity of the streamer head. Celestin and Pasko [2010] used a self-consistent streamer model to calculate the synthetic optical emissions of positive and negative streamers. They compared the peak electric field calculated by the model with the peak electric field estimated from the synthetic optical emissions.
According to Celestin and Pasko [2010] , the peak electric field obtained from the ratio of FNS to SPS in streamer discharges must be multiplied by a factor Γ E ranging between 1.4 and 1.5.
Apart from the spatial non-uniformity of the streamer discharge, the uncertainty of the reaction rates involved in the discharge can lead to a significant error in the estimated electric field [Creyghton, 1994; Kozlov et al., 2001; Paris et al., 2004; Hoder et al., 2016] . Recently, Obrusnik et al. [2018] and Bílek et al. [2018] performed a sensitivity analysis to determine the effect of the reaction rate uncertainties in the obtained peak electric field at different pressures using the ratio of FNS to SPS. According to their results, the processes that significantly influence the error in the estimated peak electric field from optical emissions are the excitation by electron impact, the radiative de-excitation and the electronic quenching by air of electronically excited states of N 2 and N 2 + , especially at atmospheric pressure.Šimek [2014] reported an additional error in the estimated peak electric field from the ratio of FPS to SPS as a consequence of the demonstrated that the ratio of FPS to SPS is highly inaccurate for reduced electric field values above ∼200 Td, as this ratio is almost electric field independent for higher electric field values.
In this work, we develop two methods to reduce the uncertainty in the estimated peak electric field caused by the spatial non-uniformity of the discharge using the ratio of FNS to SPS and FPS to SPS. Firstly, we use a streamer model to calculate the synthetic optical emissions of a laboratory streamer head, a sprite streamer head and a sprite streamer glow. By sprite streamer glow we refer to the column-like luminous structure that appears in the sprite streamer wake after the streamer head passage [Stenbaek-Nielsen and McHarg, 2008; Gordillo-Vázquez and Luque, 2010; Luque and Ebert, 2010; Liu, 2010; Luque et al., 2016] . Secondly, we use the model to analyze the non-uniformity of the discharges. Finally, we use the synthetic optical emissions and the spatial non-uniformity of the discharges to make more accurate the commonly used method to calculate the peak electric field in the plasma.
The organization of this paper is as follows: Section 2 briefly describes the streamer model used to generate the synthetic optical emissions of streamer heads and a glow. Sections 3 and 4 are devoted to the improved diagnostic methods for non-uniform air discharges. Section 5 highlights the applicability of the methods in the analysis of optical emissions from TLEs reported by Armstrong et al. [1998] . The conclusions are finally presented in section 6.
Streamer model
Our model is 2D cylindrically symmetric and the dynamics of all charged species is described by diffusion-drift-reaction equations for electrons and ions coupled with Poisson's equation as follows, ∂n e ∂t = ∇ · (n e µ e E + D e ∇n e ) + C e + S ph ,
where n e,i is the number density for electrons and ions respectively, µ e is the electron mobility and D e is the diffusion coefficient. In the present model we consider ions motionless over the short timescales that we study and therefore we neglect mobility and diffusion coefficients of ions. The term C s=e,i is the net production of species s due to chemical processes, and S ph is the photoionization term that we calculate following the procedure described by Luque et al.
[ 2007] . Photoionization acts only on the densities of e and O + 2 . As for Poisson's equation, E is the electric field, φ is the electrostatic potential, ρ is the density of charges and 0 is the permittivity of vacuum. In this work we use the local field approximation and therefore, transport coefficients are derived from the electron energy distribution function (EEDF) that depends only on the local electric field.
The streamers develop in a N 2 :O 2 -mixture (79:21) and the basic kinetic scheme accounts for impact ionization and attachment/detachment, as described in the supplementary material by Luque et al. [2017] , but excluding the water chemistry. Some of the collisions that the electrons undergo excite molecules electronically and vibrationally. These excited molecules either decay emitting a photon of a given frequency or are collisionally quenched, i.e. decay to a fundamental level through collisions with N 2 and O 2 . In order to account for these emissions we include electronic and vibrational excitations and de-excitations as well as radiative decay and quenching. 
Sprite streamer
Sprites are high-altitude discharges made of many streamers that propagate through a varying air density. In our model, the air density follows a decaying exponential profile with an e-folding length of 7.2 km. We also set a background electron density following the Wait-Spies profile:
n e,bg = 10 4 m −3 × e −(z−60 km)/2.86 km (2)
In order to start the streamer we set a gaussian seed with an e-folding radius of 20 m and a peak density of 5 × 10 12 m −3 . This initial electron density is neutralized by an identical density of positive ions. In order to solve Poisson's equation we impose Dirichlet boundary conditions at z = z min , z max and free boundary conditions at r = r max according to the method described by
Malagón-Romero and Luque [2018] . These free boundary conditions are consistent with the density charge inside the domain and with a potential decaying far away from the source. We have simulated positive and negative streamers propagating in background electric fields of 100 V/m and 120 V/m, which correspond to 120 Td at 74.23 km and 72.91 km respectively. The simulated domain extends from 71 to 75 km in the vertical direction and the grid resolution is 1 m. We have calculated the optical emissions from the streamer head in a moving cylindrical box of radius 150 m and height 150 m. We have also calculated the optical emissions from the glow in a cylindrical box of radius 30 m and height 700 m. Figure 1 shows a simulated positive D R A F T October 15, 2019, 12:60am D R A F T streamer propagating downward for a background electric field of 100 V/m and a glow emerging at z = 73.5 km.
Laboratory streamer
The ground-level streamer discharge develops in a needle-plane configuration. Our initial condition consists in a needle with an small ionization patch slightly off the needle tip. The needle is simulated by a narrow elongated volume with a high ionization. The initial electron density is thus the sum of a uniform background n bg e = 10 9 m −3 plus
and
where z n = 5.4 mm is the tip location, z S = 7.5 mm is the center of the seed, σ n = 0.9 mm and σ S = 0.45 mm are the e-folding radii and the electron density peaks at n e0 = 10 21 m −3 .
The initial electron density is neutralized by an identical density of positive ions. Boundary conditions are the same as in the sprite streamer simulation. We have simulated positive and negative streamers with background electric fields E bg = {12.5, 15, 20, 25} kV/cm and E bg = {15, 20, 25} kV/cm respectively. The full domain size is 3 cm × 1 cm and the grid resolution is 5 µm. We have calculated the optical emissions in a moving cylindrical box of radius 3.2 mm and a vertical extension between 0 and 3.2 mm containing the streamer head.
Spatial non-uniformity of the electric field in spectroscopic diagnostics
In non-thermal air discharges optical emissions are mainly determined by the concentration of electronically excited nitrogen molecules. The plasma involved in such electrical discharges is far from thermal equilibrium, ensuring that electron-impact processes driven by the electric field X -10 MALAGÓN-ROMERO ET AL.: SPATIAL NON-UNIFORMITY OF AIR DISCHARGES are responsible for the excitation of the emitting molecules. Radiative de-excitation processes together with other chemical reactions, such as electronic quenching by air, contribute to the de-excitation of the excited molecules. The total number of emitted photons in non-equilibrium gas discharges depends on the reduced electric field and the competition between radiative deexcitation and other de-excitation processes.
In this section we develop and compare two methods to estimate the peak electric field in a non-equilibrium plasma by considering the effect of the non-uniformity of the electric field.
These methods pursue an estimation of the peak electric field from the ratio of optical emissions of different nitrogen band systems based on the spatial non-uniformity of the electric field (seě
Simek [2014] and references therein). In principle these methods can be generalized to other gases than air if appropriate emission lines are identified.
Peak electric field from the relation between electron and electric field spatial distributions
The density of the emitting species in a non-equilibrium plasma N s (t) can be estimated from the decay constant A of the transitions that produce photons in a considered wavelength range and the observed intensity I(t) as
The temporal production rate S (t) due to electron impact can be derived from the continuity equation of the emitting species as
where A is the total radiative decay constant of the emitting species, Q represents all the quenching rate constants by air molecules of density N. N (t) accounts for the density of all the upper species that populate the species by radiative cascade with radiative decay constants C. Finally, the term R(t) includes the remaining loss processes, such as intersystem processes or vibrational redistribution. Obrusnik et al. [2018] and Bílek et al.
[2018] demonstrated that the most important processes that influence the optical emissions are the excitation of emitting molecules by electron impact, radiative de-excitations and electronic quenching. Therefore, we
can neglect the effect of other processes in the derivation of the peak reduced electric field and approximate equation (6) as
From equations (5) and (7) we can obtain the production ratios of two different species (1 and 2) at a fixed time t, given by S 12 = S 1 S 2 as a first approximation, without considering any spatial non-uniformity of the electric field. The magnitude S 12 and the electron-impact production ratio of species 1 and 2 given by ν 12 = ν 1 (E/N) ν 2 (E/N) , allow us to estimate the reduced electric field that satisfies the equation
We get the values of ν i (E/N) for all the considered species using BOLSIG+ for air [Hagelaar and Pitchford, 2005] . This common approximation is useful to estimate the electric field value at the point where the rate of excitation is maximal (ε ). However, ε is only equal to the peak electric field value in the discharge as long as the electric field is uniform. larger than ε and weighted by the air density N
where n e (r) and E red (r) are, respectively, the electron density and the reduced electric field spatial distributions and the integral extends over all the volume of the discharge. The symbol θ corresponds to the step function, being 1 if E red > ε or 0 in any other case. The total excitation rate of species i by electron impact in the spatial region occupied by the discharge can be written as a function of H as
where E red,max and E red,min are, respectively, the maximum and the minimum reduced electric field in the region where the optical emissions are produced and k i (ε) is the reaction rate coefficient for electron-impact excitation of species i.
The function defined by equation (9) contains information about the spatial non-uniformity of the discharge. Pérez-Invernón et al.
[2018b] found that the function H(ε) can be approximated as a linear function for halos and elves, as the electron density is not significantly affected by the electric field in those events. However, high values of the electric field in streamer heads produce an enhancement of some orders of magnitude in the background electron density. We have used the streamer model described in section 2 to find a general approximation to this function so D R A F T October 15, 2019, 12:60am D R A F T we can use it in streamer and glow discharges. In particular, our approximation must fit the modeled curve in the electric field range where the maximum excitation of emitting molecules occurs. Examination of equation (10) indicates that the maximum excitation is produced at the electric field value where the product between the derivative dH dε and the electron-impact excitation rate coefficient reaches its maximum. Then, the spatial non-uniformity of the electric field can influence the value of the electric field that produces the maximum excitation.
Solid black lines in figure 2 show the normalized function H (equation (9)) obtained for two streamer heads simulated at different pressures and for a low pressure streamer glow. Dashed black lines in figure 2 correspond to the normalized derivative dH dε . Finally, color solid lines in figure 2 show the normalized product between dH dε and different electron-impact excitation rate coefficients. The approximation to H must fit the solid black lines in figure 2 in the electric field range where the product between dH dε and the electron-impact excitation rate coefficient is greater than zero. It can be clearly seen in figure 2 that most emissions produced in the glow are located in the region where the electric field reaches its maximum value. Therefore, the method neglecting the spatial non-uniformity to estimate the peak electric field is accurate enough to study glows. However, the situation is different in streamer heads, where the maximum excitation is not produced in the region where the electric field reaches its maximum. Therefore, we need to develop a method accounting for the spatial non-uniformity of the electric field distribution.
By definition, the function H is constant between 0 Td and the minimum field that influences electrons, E red,min . Figure 2 shows is convenient in the case of streamer heads. We have examined the electric field-dependence of H concluding that it can be approximated in general as
where α and β are constants.
We have performed 7 negative and positive laboratory-like streamer simulations with different background electric fields (12.5 kV cm −1 , ±15 kV cm −1 , ±20 kV cm −1 and ±25 kV cm −1 ) and 4 negative and positive sprite-like streamer simulations (71 to 75 km) with different background electric fields (±100 V m −1 and ±120 V m −1 ). The value of the obtained functions H ranges between zero and several orders of magnitude in all cases. Therefore, we have used a logarithmic least square fitting of equation (11) in order to minimize the error of the coefficients α and β.
The fitting of equation (11) has been performed in a equispaced grid of electric field values to ensure that the minimization of the error weighting does not depend on the distribution of points of the functions H calculated by the streamer model. We plot the function H together with the obtained fitting and the derivative dH dε for laboratory and sprite streamer heads in figure 3 . We have obtained that the β exponent is between 1.8 and 2.0 with a mean squared error of about 6×10 −3 for all the laboratory streamers and between 1.95 and 2.09 with a mean squared error of about 10 −2 for all the sprite streamers. Thus, these values do not significantly depend on the streamer polarity, background electric field or pressure. Consequently, we take the average value β = 1.96. As the β exponent is always close to 2, we will refer to this diagnostic method as "Quadratic Method". The obtained values of α are about 5×10 31 with a mean squared error of about 1.5×10 30 for laboratory streamers and about 10 33 with a mean squared error of about 5×10 31 for sprite streamers.
D R A F T October 15, 2019, 12:60am D R A F T Let us now deduce the expression for the production of emitting species by electron impact considering this approximation to H. Applying the derivative to equation (11), equation (10) can be written as
Now, following equations (8) and (12), we write the production rate ratio of two species by electron impact derived from the recorded optical intensity S 12 = S 1 S 2 as
In order to derive E red,max we need to know the minimum electric field in the region where the optical emissions are produced. In general, E red,min is reached in the region just behind the streamer head and this is lower than the background electric field. We can estimate how the choice E red,min = 0 affects the results by writing equation (13) as
where we define
and calculating the value of the ratio of (1 − γ 1 ) to (1 − γ 2 ) using the streamer model at two different pressures, polarities and background electric fields. The value of this ratio ranges from 2.6 (negative laboratory streamer at atmospheric pressure with a background electric field of -15 kV cm −1 ) to 2.9 (positive sprite streamer with a background electric field of -120 V m −1 ).
Therefore, the assumption that E red,min = 0 in equation (13) for the diagnostic of streamer heads can introduce an error in the estimated production ratio of a factor 3 according to equation (14).
This error results in a uncertainty of a 25% over the estimated peak electric field. [2014] to show that there is also a relation between the molecular excitation level and the electric field. The resulting relation can be used to estimate the peak electric field in ionization fronts.
Peak electric field under the assumption of planar geometry
The characteristic time of dielectric screening in a non-equilibrium plasma can be written as
where 0 is the vacuum permittivity, σ stands for the electrical conductivity which we assume is dominated by electrons. This conductivity is determined by the product of the elementary charge (e), the electron mobility (µ e ) and the electron density (n e ). 
In a non-equilibrium plasma, the production rate of electronically excited molecules N i by electron impact is given by
where k i (ε) is the reaction rate coefficient and we have neglected other processes that affect N i .
The relation between the density of excited molecules and the electric field [Lagarkov, 1994] can be obtained from equations (18) and (19),
On the other hand, the ratio between the density of two electronically excited molecules (N 12 = N 1 /N 2 ) deduced from the recorded optical intensity and assuming that the electron mobility is not electric field dependent can be written as
Equation (21) is an alternative to equation (13). Equation (21) does not depend on any particular parameter. However, using equation (21) to derive the peak electric field in the discharge also requires knowing the minimum electric field in the region where the optical emissions are produced. We can use equations (14), (15) background electric field of 120 V/m)). Hence, the assumption E red,min = 0 in equation (21) does not introduce a significant error in this diagnostic method. In the same manner, a possible estimation of the minimum electric field in the streamer channel does not improve this method.
Comparison of methods and discussion
In this section we compare the two methods described sections 3.2 and 3.1. Following the notation by Celestin and Pasko [2010] , we define Γ E as the ratio between the peak electric field in the streamer simulation and the peak electric field derived from optical diagnostic methods.
Let us first investigate the dependence between the peak electric field and the considered emission ratios. In figure 4 we plot the peak electric field dependence of the emission ratios FNS (0,v ) /SPS and FPS/SPS using the described methods and the reaction rate coefficients of table 1. We have also calculated the peak electric field dependence of the emission ratio FNS (0,v ) /SPS using the lowest and highest quenching rates of N 2 + (B 2 Σ + u ) by air provided by
Bílek et al. [2018] . Comparison between the averaged uncertainty due to the quenching rates (40 %) and the spatial non-uniformity (45 %) in figure 4 shows that the effect of the spatial nonuniformity of the discharge in the estimation of the peak electric field from the FNS (0,v ) to SPS ratio is of the same order to that of quenching. The right panel of figure 4 indicates that the ratio FPS/SPS cannot provide accurate information about the peak electric field above ∼ 200 Td. Figure 5 shows the result of applying the peak electric field estimation methods to a streamer head simulated at atmospheric pressure, a streamer head at low pressure (71 to 75 km) and a glow segment inside a streamer channel at low pressure. Dashed lines correspond to the peak electric field considering that the electric field is homogeneously distributed in space. Dotted and dashed dotted color lines are the electric field peak considering that the electric field is inhomogeneously distributed in space. Considering that the electric field is inhomogeneously distributed in space in streamer heads is clearly justified. The "quadratic relation method" and the "planar geometry method" improve the estimation of the peak electric field with respect to the "uniformity method" for streamer discharges. In addition, the "quadratic relation method" improves the estimation of the peak electric field with respect to the "uniformity method" using correction factor for the positive sprite streamer discharge.
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However, doing the same to study the glow introduces more error than assuming an electric field homogeneously distributed. Figure 5 also shows that the ratio of FPS to SPS does not provide enough information about the electric field in the streamer head, where the electric field is above 200 Td.
In figure 6 we plot the time averaged Γ E coefficient for the considered diagnostic methods in streamer heads. Γ E ranges between ∼ 1.4 and 1.5 and increases with the background electric field for the method based on the uniformity of the electric field, as previously reported by Celestin and Pasko [2010] . On the other hand, Γ E ranges between ∼ 0.9 and 1.2 and has a weaker dependence on the background electric field for the methods that introduce the nonuniformity of the electric field.
Following Paris et al. [2005] , we derive empirical formulae for the relationship between the intensity ratio FNS/SPS in streamer discharges and the peak reduced electric field using the quadratic diagnostic method based on the relationship between the electron and the electric field spatial distributions: of the signal reported by the 399.8 nm photometer has to be subtracted from the signal recorded by the 427.8 nm photometer to get the true contribution of the FNS.
In this section, we estimate the peak electric field using the reported intensity ratio of two sprites referred as " DAY 201 -19050651" and "DAY 201 -19062205" in Armstrong et al. we cannot separate optical emissions from streamers and glows to decide the convenience of considering that the electric field is homogeneously or inhomogeneously distributed in space.
Then, we calculate the peak electric field from the reported ratio using both methods. We follow the same procedure:
1. The reported ratios of SPS (1,4) (399.8 nm) to FNS (1,0) (427.8 nm) for the sprites "DAY 201 -19050651" and "DAY 201 -19062205" in Armstrong et al. [1998] are, respectively, 1.91 and 2.84 when the maximum luminosity is reached. We correct these ratios by considering that the signal of the SPS in the 427.8 nm photometer corresponds to approximately 26% of the signal in the 399.8 nm photometer [Armstrong et al., 1998 ].
2. The observed ratio of intensities is influenced by the atmospheric transmittance. The sprites were triggered by a storm which was located ∼260 km away from the observer [Armstrong et al., 1998 ], while the observatory station altitude is ∼1500 m above sea level. In addition, we assume that the optical emissions are produced at ∼70 km, which is a characteristic altitude of sprites [Stenbaek-Nielsen et al., 2010; Luque et al., 2016] . Therefore we can calculate the optical transmittance of the atmosphere between the sprites and the photometers using the software MODTRANS 5 [Berk et al., 2005] . We use the calculated optical transmittance to obtain the emitted ratio of intensities from the recorded signal.
3. We calculate the production of emitting molecules by electron impact using equations (5) and (6) and assuming the air density at an altitude of 70 km. We use the reaction rate coefficients of (21)) with E red,min equal to zero.
The resulting peak electric field for the sprite "DAY 201 -19050651" if we assume a homogeneously distributed electric field in space is 450 Td, while for the sprite "DAY 201 -19062205" the peak electric field is 326 Td. Using the previously defined quadratic method (equations (13)), the resulting peak electric field for the sprite "DAY 201 -19050651" is 757 Td), while for the sprite "DAY 201 -19062205" the peak electric field is 503 Td. The use of equation (21) would lead to slightly lower reduced electric fields, as seen in figure 4 . As photometers cannot spatially resolve the emissions, we are probably analyzing combined optical emissions from streamer heads and glows. Therefore, we cannot determine which method is the most accurate in this case. As the reported intensities are a combination of the intensities emitted by streamers and glows, we can assume that the value of the peak electric fields in streamer heads of the sprites " DAY 201 -19050651" and "DAY 201 -19062205 " are respectively in the range 451 Td -757 Td and 327 Td -503 Td. These derived values are probably influenced by the peak electric field inside glows (on the order of 120 Td [Luque et al., 2016]) and streamer heads (several hundreds of Td). We have repeated these calculations for the case of a sprite altitude of 80 km instead of 70 km, obtaining an increase in the peak electric fields of 1.5%.
Conclusions
We have used a streamer model to simulate streamer heads and glows to quantify the influence of the non-uniformity of the electric field in spectroscopic diagnostic methods. The analysis of the spatial inhomogeneity of the electric field in air discharges has allowed us to improve the D R A F T October 15, 2019, 12:60am D R A F T optical diagnostic methods commonly employed in the determination of the peak electric field in streamer heads. The commonly employed method underestimates the peak electric field by about 40%-50%, while the methods developed in this work reduce the uncertainty to about 10%-20%. We have also showed that the ratio of FPS to SPS can be employed to deduce the peak electric field in streamer glows without considering the spatial inhomogeneity of the electric field.
The first developed optical diagnostic method (section 3.1) is based on the characterization of the non-uniformity of the electric field in streamer heads using a streamer model. This method introduces an exponent (β 2) that is almost constant for different streamer configurations. The most important uncertainty in the peak electric field calculated with this method is due to the uncertainty in the electric field inside the streamer channel. In general, the value of E red,min is unkown. Hence, we propose to set E red,min = 0.
The second developed optical diagnostic method (section 3.2) is based on the relation between the electric field and the level of molecular excitation in a planar ionization front. This method does not introduce any extra parameter to estimate the peak electric field and considering E red,min = 0 does not introduce a significant error. Thus, in general, it is more convenient than the method described in section 3.1. However, the method described in section 3.1 can be useful whenever the estimation of the electric field in the streamer channel is possible. In principle both methods can be generalized to other gases if the appropriate emission lines are identified.
Despite the improvements, optical diagnostic methods of air discharges from the ratio of [2018] concluded, more efforts are needed for a more precise determination of the reaction rates (especially quenching rates) that are important for diagnostic methods based on the FNS emission at atmospheric pressure.
The uncertainty in the reaction rates employed in the determination of the peak electric field from the ratio of FPS to SPS is lower than the uncertainty in the reaction rates involved in the FNS emissions. Nevertheless, the FPS/SPS ratio of intensities is only applicable for glow discharges where the electric field is known to be below ∼200 Td. Hagelaar and Pitchford [2005] ; Phelps and Pitchford [1985] ) Hagelaar and Pitchford [2005] ; Phelps and Pitchford [1985] ) the electron-impact reaction rate coefficient k i indicating the electric field range where excitation of emitting molecules is important (color solid lines). We plot the results for a positive streamer at atmospheric pressure with a background electric field of 20 kV cm −1 and 65 ns after its onset (first panel), a positive streamer at low pressure with a background electric field of 100 V m −1 and 0.9 ms after its onset (second panel) and its glow 0.9 ms after its onset (third panel). All curves are normalized to their maximum value. Figure 5 . Temporal evolution of the electric field peak in the head of two computationally simulated streamers at different pressures and in a glow discharge. Lines are as follow: Peak electric field given by the model (black solid color lines), deduced peak electric field considering that the electric field is homogeneously distributed in space (dashed color lines), deduced peak electric field considering non-uniformity of the electric field (dashed doted color lines), deduced peak electric field considering planar geometry of the electric field (triangle color lines). The non-plotted peak electric fields obtained by the ratio of FNS (1,v ) to SPS are similar to the plotted peak electric fields obtained by the ratio of FNS (0,v ) Figure 6 .
Ratio Γ E between the peak electric field in the streamer simulation and the peak electric field estimated using different diagnostic methods and the emissions coefficient FNS (0,v ) /SPS. Dashed and solid lines corresponds to negative and positive streamers, respectively. Please, note that in the sprite case (right plot) 100 V/m corresponds to 120 Td at 74.23 km and 120 V/m corresponds to 120 Td at 72.91 km.
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